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SOLUTIONS  •  EXPERTISE  •  QUALITY  •  SATISFACTION

PROUDLY BUILT IN THE U.S.A.

The TOM BEARD AUTOMATED PICKING LUG WASHER is the solution for washing large 
quantities of picking lugs.  It delivers labor savings, reduces waste water, and reduces 
water consumption.  

The PICKING LUG WASHER 
comes in three models the 
Single Zone Manual, Single 
Zone Automatic, and Dual 
Zone Heated.  In all models the 
picking lugs are conveyed 
through an initial stage 
featuring a high pressure wash 
to remove particles and 
stubborn material.  The Dual 
Zone Heated model has a second stage featuring a high temperature, high pressure rinse 
to ensure cleanliness.  Each stage is internally screened and filtered to assure consistent 
results and minimize water consumption.  

The AUTOMATED PICKING LUG WASHER operates on 230V/460V electrical power and 
uses domestic water to fill and maintain tank water levels.  The machine features all 
stainless steel construction for longevity and is manufactured using the finest components.  
Adjustable guides allow for 40 and 60 lb. picking lugs.

EASY TO OPERATE AND MAINTAIN

EFFICIENT  •  RELIABLE  •  SAFE

1650 Almar Parkway    Santa Rosa, CA 95403
707-573-3150    Fax: 707-573-3140    www.tombeard.com
Contractor’s Licenses:  CA - 803431   OR - 180330   WA - PLSPEL923BZ

THE MOST ADVANCED WASHING SYSTEMS IN THE WORLD


